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SECTION 074619 

PREFORMED METAL WALL PANELS 

PART 1 GENERAL 

1.1 SUMMARY 

A. Provide preformed steel siding, soffit and fascia panels. 

1.2 SUBMITTALS 

A. Product Data: Submit manufacturer's product data and installation instructions for each material and 
product used. 

B. Shop Drawings: Submit shop drawings indicating material characteristics, details of construction, 
connections, and relationship with adjacent construction. 

1. Shop drawings shall be stamped by a professional engineer licensed in the jurisdiction of the 
project, indicating compliance with wind loads indicated on the structural drawings. 

C. Samples: Submit two representative samples of finish. Include range samples if variation of finish is 
anticipated. 

D. Warranty:  Submit manufacturer's standard 40-year coating and 30-year product warranty. 

1.3 QUALITY ASSURANCE 

A. Comply with governing codes and regulations. Provide products of acceptable manufacturers which have 
been in satisfactory use in similar service for three years. Use experienced installers. Deliver, handle, 
and store materials in accordance with manufacturer's instructions. 

B. Mock-Ups: Provide mock-up as required by Architect to demonstrate quality of workmanship. 

PART 2 PRODUCTS 

2.1 MANUFACTURER 

A. Preformed Steel Panels, Basis-of-Design:  Metal Craft (vertical installation) or LuxLap V-Groove 
(horizontal installation) by LUX Architectural Products. 

1. Series (Vertical):  LUX Metal Craft [Folded Wall] [Variable Wall] as shown in drawings. 
2. Series (horizontal):  LUX LuxLap V-Groove. 
3. Material:  24-gauge (0.0255 inch) galvalume steel. 
4. Steel Finish:  3-coat PVDF 70 percent resin, color as selected by Architect. 
5. Trims:  As required by building configuration. 
6. Attachment:  Concealed fastener. 
7. Fire Performance, ASTM E84 Class A, ASTM E136 non-combustible. 
8. Performance Properties:  As published in manufacturer's data sheets. 

PART 3 EXECUTION 

3.1 INSTALLATION 

A. Install materials and systems in accordance with manufacturer's instructions and approved submittals. 
Install materials and systems in proper relation with adjacent construction and with uniform appearance. 
Coordinate with work of other sections. 
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B. Restore damaged components and finishes. Clean and protect work from damage during construction. 

END OF SECTION 
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