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SECTION 085113 

ALUMINUM WINDOWS 

PART 1 GENERAL 

1.1 SUMMARY 

A. Provide factory-glazed aluminum windows. 

1.2 SUBMITTALS 

A. Product Data: Submit manufacturer's product data and installation instructions for each material and 
product used. 

B. Shop Drawings: Submit shop drawings indicating material characteristics, details of construction, 
connections, and relationship with adjacent construction. 

1. Shop drawings shall be stamped by a professional engineer licensed in the jurisdiction of the 
project, indicating compliance with wind loads indicated on the structural drawings. 

C. Samples: Submit two representative samples specified finish. Include range samples if variation of finish 
is anticipated. 

D. Maintenance Data: Submit manufacturer's maintenance data. 

E. Warranty:  Submit manufacturer's standard limited warranty against defects in manufacturing. 

1.3 QUALITY ASSURANCE 

A. Comply with governing codes and regulations. Provide products of acceptable manufacturers which have 
been in satisfactory use in similar service for three years. Use experienced installers. Deliver, handle, 
and store materials in accordance with manufacturer's instructions. 

B. Mock-Ups: Provide mock-up as required by Architect to demonstrate quality of workmanship. 

PART 2 PRODUCTS 

2.1 MANUFACTURER 

A. Aluminum Windows, Basis-of-Design:  Graham GT6800 Series or equal by EFCO or Kawneer North 
America. 

1. Operation:  [Project-In] [Project-Out] [Casement-Out] [Casement-In] [Fixed] windows. 
2. Screens:  [Extruded aluminum frame and aluminum mesh.] [Not required.] 
3. Thermal Break:  Dual-strut thermal isolator. 
4. Performance Properties:  AAMA A440, FX AW-PG100, PO AW-PG100, and as published in 

manufacturer's data sheets. 
5. Components:  Thermal subframes, mullions and architectural sills. 
6. Aluminum Window Members: Aluminum extrusions w/ special euro-grooves 
7. Anchors, Clips, and Window Accessories: Aluminum or stainless steel. 
8. Insulating Glass, Prescriptive (Fixed):  U-0.24 Center-of-Glass, U-0.30 Assembly per NFRC 100. 
9. Insulating Glass, Optimized (Fixed):  U-0.12 Center-of-Glass, U-0.23 Assembly per NFRC 100. 
10. Aluminum Finish: [Clear anodized] [Color anodized] [Fluoropolymer, 70% resin, 2-coat] 

[Fluoropolymer, 70% resin, 3-coat] finish. 
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PART 3 EXECUTION 

3.1 INSTALLATION 

A. Install materials and systems in accordance with manufacturer's instructions and approved submittals. 
Install materials and systems in proper relation with adjacent construction and with uniform appearance. 
Coordinate with work of other sections. 

B. Test operable units for proper operation.  Restore damaged components and finishes. Clean and protect 
work from damage during construction. 

END OF SECTION 


